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PLUGS & BULKHEAD FITTINGS

#10-32 thd. 3/32"
hex.

0.125

Gasket: Nitrile furnished package only

Use: For plugging unused ports in manifolds, air lines and other devices

Use: For plugging unused ports in manifold, air lines and other devices  
    that require a flush surface plug; use 3/32 Allen hex wrench to install
    
Note: Thread sealant recommended

1/4"
hex.

#10-32 Screw Plugs

“H” hex.

“B”
“A”

internal
thread

mtg. thd.

Options: (-ENP)        Locking Nut: Two steel lockwashers

Bulkhead Fittings
(15027 5/pack)
(15029 1/pack)

Internal Thd. Mtg. Thread  Order No.      “A”        “B”     “H” Hex.  
    #10-32         #15/32-32      15027       0.500”    0.125”    9/16”
  1/8” NPT          3/4-20        15029-1      1.000”    0.250”     7/8”  
  1/4” NPT          3/4-20        15029-2      1.000”    0.250”     7/8”

Headless Plug
(10/pack)

Order No.  Description
0035-2        Stainless Steel Headless Plug
Thread sealant required

5/16"
hex.

0.200

#10-32 thd.

0.060
0.156

Screw Plug with Captivated O-Ring
(10/pack)

Order No.  Description
11782-7-ENP   ENP Plug

Options: (-ENP)          

Screw Plug
(10/pack)

Order No.  Description
11755         Brass Plug

0.281

0.156

#10-32 thd.

Clippard’s reputa-
tion of building jigs,
fixtures and 
machines as well as
modifying existing
machines to improve
productivity is 
carried on in its well
equipped machine
shop. New product
prototypes are
crafted by experi-
enced engineers and
machinists.
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