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MINIMATIC® BARB TO NPT CONNECTORS

NPT         Order No.         “A”         “H” Hex.     Pkg. Qty.
1/16”             1CJ4           0.719”          5/16”              10
1/8”              2CP4          0.860”          7/16”              10
1/4”              4CQ4          0.890”          9/16”               1
3/8”             6CW4          1.020”         11/16”              1
1/2”              8CZ4          1.140”         13/16”              1

1/16” Barb to Male NPT NPT         Order No.         “A”         “H” Hex.     Pkg. Qty.
        1/16”             1CJ2           0.490”          5/16”              10
         1/8”              2CP2          0.740”          7/16”              10
         1/4”             4CQ2          0.770”          9/16”               1
         3/8”             6CW2          0.890”         11/16”              1
         1/2”              8CZ2          1.020”         13/16”              1

1/8” Barb to Male NPT 

3/32” Barb to Male NPT 

1/8” Barb to 1/8” Male NPT 
(10/pack)

NPT         Order No.         “A”         “H” Hex.     Pkg. Qty.
        1/16”               1CJ3         0.710”          5/16”              10
         1/8”               2CP3         0.773”          7/16”              10
         1/4”               4CQ3        0.804”          9/16”               1
         3/8”               6CW3        0.929”         11/16”              1
         1/2”               8CZ3         1.054”         13/16”              1

     Barb (ID)          Order No.               “A”      NPT
         1/8”                12844*               0.625”                  1/8”     
         1/4”                12845*               0.625”                  1/4”
* Requires thread sealant.  Threads specifically designed to go flush   

into 1/8” or 1/4” NPT female port 

     Barb (ID)          Order No.               “A”      
         1/8”               11924-1               1.000”

     Barb (ID)          Order No.               “A”      
     1/8”                   S4N                  1.103”ENP 1/8” NPT Swivel 

(5/pack)
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1/4” Barb to Male NPT Flush Fittings 
(10/pack)
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7/16” 
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Barb to 1/8” Male NPT Swivel
(5/pack)

     Barb (ID)          Order No.               “A”      
         1/8”                 15055                1.155”
Nitrile o-ring furnished installed

Not to be used as a constant rotation junction

All fittings are brass unless otherwise noted, i.e. ENP (Electroless Nickel-Plated)
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