Silencer
Metal Case Type

25 Series

How to Order
Exhaust in only one direction ——

Prevents scattering of mist and noise. 25 |1 0 |_| ” 002 |

Body size Thread type Port size
04 Symbol [ Type Symbol | Port size | Applicable model
05 Nil R 002 1/4 2504, 2510
06 N NPT 003 3/8 2505, 2511
07 004 1/2 2506
08 006 3/4 2507
10 010 1 2508
11

Specifications

Fluid Compressed air

Max. operating pressure (1) 1.0 MPa
Symbol Noise reduction 19dB (A) @

Ambient and fluid temp e 510 60°C®

Note 1) It indicates the inlet pressure for solenoid valve.

Note 2) The value may vary, depending on the pneumatic circuit or pressure that is exhausted from the
solenoid valve.

Note 3) It can operate in temperature between —10 to 60°C if there is no risk of the moisture in the air

Performance
Model Port size Effective | Sonic conductance C Recommended flow | Weight
R area (mm2) [dm?/(s-bar)] m3/min (ANR)
2504-002 |z 33.9 6.8 2.2 or less
2505-003 38 45.9 9.2 3.0 or less
2506-004 V2 50.0 10.0 4.0 or less
2507-006 34 105.6 211 8.0 or less
2508-010 1 129.6 259 10.0 or less
2510-002 Z) il 34 1.5 or less
2511-003 EZ) 17.2 34 1.5 or less

Note) Recommended flow rate is the flow at 0.5 MPa in the inlet pressure.

Construction/Parts/Dimensions

| Port size
_ Case (Zinc alloy) Dimensions
" Hexagonal flats Model A B
T " D (2507-006: Width across flats) _ 2504-002 | 62 30
< 2505-003 64 30
—_Sound absorbing cover 2506-004 68 30
(Stainless steel wire netting) 2507-006 88.5 48

___Sound absorbing material 2508-010 975 60

(Resin) 2510-002 | 54 22
Snap ring 2511-003 | 56 22
~. Blowdisk

R - E— (Punching metal)
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